
SINGLE STAGE SERIES

Quincy Compressor’s Single Stage series is the 
perfect compressor for commercial applications 
and do it yourself (DIY) projects around the home 
or garage.

Single Stage series compressors feature a cast iron 
cylinder, crankshaft and valve plate for strength 
and durability. The aluminum 
head and design of the fins 
help to dissipate heat to keep 
the compressor running as 
cool as possible for longer life.   
Single Stage piston compres-
sors are 100% factory tested at 
full pressure and shipped with 

40 weight lubricant. These units feature a one-
year standard warranty and a NO BULL extended 
warranty option. Double the package and triple 
the pump coverage when the compressor and the 
EWK-1 maintenance kit are purchased at the same 
time and used accordingly. Air filters and lubricant 
can also be purchased separately from your Quincy 
Compressor distributor.  

Quincy Compressor has manufactured piston 
compressors for over 90 years.  We offer a full 
range of piston compressors from 1 to 30 HP, as 
well as rotary screw compressors and air treatment 
products.  Visit quincycompressor.com for more 
details.

Model HP Single Ø Tank acfm acfm Max. Length Width Height Shipping 
  Voltage Size @40 psig @90 psig Pressure    Weight 

Q13160VQ 3.5 230 Volt 60 gallons 14.6 12.8 135 30 in. 22 in. 68 in. 261 lbs.

Q12126VPQ 2 115 Volt 26 gallons 8.3 7.4 135 26 in. 26 in. 51 in. 165 lbs.

Q12120PQ 2 115 Volt 20 gallons 8.3 7.4 135 35 in. 20 in. 32 in. 155 lbs.

•	 Single-Stage	Piston	Compressor
•	 Start-Stop	Pressure	Switch
•	 110	to	135	PSI	Working	Pressure
•	 1/4”	Pressure	Regulator	on	Portable	Units
•	 ASME	Safety	Valves
•	 Fully-Enclosed	Belt	Guard

•	 Manual	Tank	Drain
•	 One-Year	Warranty	
•	 Optional	NO	BULL	Extended	Warranty		 	
				available	when	the	compressor	and	a	 
	 corresponding	kit	are	purchased	at	the			
	 same	time

Standard Features

Model Q13160VQ
3.5 HP Motor

60 Gallon Tank

Model Q12126VPQ
2 HP Motor

26 Gallon Tank

Model Q12120PQ
2 HP Motor

20 Gallon Tank



SERIE SOLA ETAPA
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La Serie Sola etapa de Quincy Compressor es el 
compresor perfecto para aplicaciones comerciales 
y proyectos hágalo usted mismo (HUM) en su casa 
o cochera.

Los compresores de la serie 
Sola etapa incluyen un cilindro 
de hierro fundido, cigüeñal y 
plato de válvulas reforzados y 
durables. La tapa de válvulas 
de aluminio y el diseño de las 
aletas ayudan a disipar el calor 
del compresor permitiéndole 
operar lo mas frio posible extendiendo su vida útil.
Los compresores de pistón Sola etapa son proba-
dos al 100% en fabrica a plena carga y embarcados 

con lubricante grado 40.  Estas unidades cuentan 
con una garantía estándar de un año y un toro sin 
opción de garantía extendida. Doble el paquete tri-
ple la cobertura de la bomba cuando el compresor 
y el kit de mantenimiento EWK-1 son comprados 
al mismo tiempo y utilizado por consiguiente. Los 
filtros de aire y lubricante pueden ser adquiridos 
separadamente con su distribuidor local Quincy 
Compressor.  

Quincy Compressor ha fabricado compresores de 
pistón por más de 90 años. Ofrecemos una amplia 
gama de compresores de pistón desde 1 hasta 30 
HP así como compresores de tornillo y productos 
para el tratamiento de aire. Visita quincycompres-
sor.com.mx para más detalles.

Modelo HP Voltaje Tamaño acfm acfm Presión Long. Ancho Altura Peso al  
  Monofásico Tanque @40 psig @90 psig Max.    Embarque 

Q13160VQ 3.5 230 Volt 60 gallons 14.6 12.8 135 30 in. 22 in. 68 in. 261 lbs.

Q12126VPQ 2 115 Volt 26 gallons 8.3 7.4 135 26 in. 26 in. 51 in. 165 lbs.

Q12120PQ 2 115 Volt 20 gallons 8.3 7.4 135 35 in. 20 in. 32 in. 155 lbs.

•	 Compresor	de	pistón	de	una	etapa
•	 Interruptor	de	presión	Arranque-Paro
•	 Presión	de	operación	110	a	135	PSI
•	 Regulador	de	presión	de	1/4	“en	unidades		
	 portátiles
•	 Válvulas	de	seguridad	ASME

•	 Guarda	bandas	totalmente	cerrado
•	 Drene	de	tanque	manual
•	 Garantía	de	Un	Año	
•	 Garantía	Extendida	No	Bull	opcional	dis		
	 ponible	cuando	el	compresor	y	el	correspon-	
	 diente	kit	son	comprados	al	mismo	tiempo

Características Standard

Modelo Q13160VQ
Motor 3.5 HP

Tanque 60 Galones

Modelo Q12126VPQ
Motor 2 HP

Tanque 26 Galones

Modelo Q12120PQ
Motor 2 HP

Tanque 20 Galones


